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ODOROX® MODELS Optics (SO FT)
SanK™ 1 300 75
slimline™ 1 e —
1D 2 2000 300
D™ 5 > 3500 00
Dasis™ 1 2150 300
MDII™ 2 1800 150
Boss™ 2 2000 450
Boss XL3™ 3 3000 675
Decon™ Scrubber 3 2000 225
Decon™ X Scrubber 3 3000 675
HRC™ (3 Optics On) 6 3000 650
HRC™ (6 Optics On} 6 6000 1250
NOTES:
1. Based on 9 ft. ceiling height_
2. Residential/commercial light off-gassing (carpet, paint, furniturs), light cocking odor etc.
3. Residential with medium odor sources [pets, cooking, nicotine), commmerdal off-gassing (carpet, paint, furniture), body-odor, perfumes etc.
4. Fire and smncke, flood, nicotine, grey/black water, decomposition, mold, sewage, chemical spills/off gassing, garbage, barns/livestock etc.
5. Based on normal air exchanges and/or ventillation. {i.e. 4 or 5 times per hour). Conditions with Limited air exchanges or ventilation will require further cauticn.
B. Mot designed for heavy contaminants.
Cdorax, SanX, Slimiine, IDU, Dasis, MIDU, Boss, Boss XL3, Decon, and HAC are trademarks or regi ed trademarks of H5] Industries Incorporated, Boyrbon Beach, Florida USA
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